
PRODUCT  SHEET

CONSTRUCT ION  TOOLS  ·  CUTT ING  DISCS  FOR  CONSTRUCT ION  S ITES

SM - 10
Refractory Fireclay (chamotte)

Brazed diamond saw blade · narrow segment spacing

Made in
Germany

Low-
noise

EN 13236

DIAMETER

Ø 300–650 mm
OPERAT ING  MODE

Wet
BORE

20 / 25.4 / 30 mm

QUALITY LEVEL

SU ITABLE  FOR

Table saw

Versions

SM - 10 low-noise steel core
with narrow slots against whistling

Ø SEGMENTS S IZE BORE

300 21 40x3.0x10 20 / 25.4 / 30 mm

350 25 40x3.0x10 20 / 25.4 / 30 mm

400 28 40x3.3x10 20 / 25.4 / 30 mm

450 32 40x3.3x10 20 / 25.4 / 30 mm

500 30 40x3.8x10 20 / 25.4 / 30 mm

600 36 40x4.6x10 20 / 25.4 / 30 mm

650 36 40x4.6x10 20 / 25.4 / 30 mm

Peripheral speed: 50 m/s.

Enquiries and orders
Customers can find technical data sheets in the customer area at vena-d.de.

+49 2737 914 84
info@vena-d.de
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